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1-40	 TC-08001

	 Models:		RCI-3.0FSN2,	RCI-4.0FSN2	and	RCI-5.0FSN2	with	Air	Panel	P-N23WA	(Optional)

Unit:	mm
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Optional Air Panel
Air Inlet Grille

In case of using this,
cut the insulation material
along to the line indicated
opening position.

In case of using this,
cut the insulation material
along to the line indicated
opening position.

In case of using this,
cut the insulation material
along to the line indicated
opening position.

NOTE:
Distance between the wall and panel edge must be
a min. 1500mm to prevent short circuiting.

Mounting for Remote Control Switch (Optional)

Wall Mounting Embedding Cable
in the Wall
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Switch Box
JISC8336-1985
(Field-Supplied)

Mark Name Remark

1 Air	Outlet 4-Way

2 Air	Inlet

3 Refrigerant	Gas	Pipe	Connection with	f15.88	Flare	Nut

4 Refrigerant	Liquid	Pipe	Connection with	f9.53	Flare	Nut

5 Drain	Pipe	Connection VP25

6 Wiring	Hole	for	Conduit	Tube f32.5	Knockout	Hole

7 Wiring	Hole 30	x	39	Hole

8 Suspension	Bracket

9 Suspension	Bolt 4-M10	or	W3/8

10 Supply	Duct	Connection 150	x	385	Knockout	Hole

11 Supply	Duct	Connection 150	x	400	Knockout	Hole

12 Remote	Control	Switch	(PC-ART) without	Cable

13 Shielded	Twist-Pair	Cable	for	PC-ART Min.	0.75mm2,	Field-Supplied
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3.2	 Dimensional	Data	for	Outdoor	Units

n	Outdoor	Unit

	 Model:		RAS-3HVRNS

Unit:	mm
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	 Models:		RAS-4HVRNS	and	RAS-5HVRNS

Unit:	mm




